
 

Induquat ECR 35 L 
 
 

♦ Aqueous solution of Diallyldimethylammoniumchloride 
 
 
Fields of Application: Paper Finishing 
 

♦ Cationic fixation additive for inkjet paper coatings 

♦ Cationic antistatic agent and polymeric wetting agent for 
water-based lacquers, paper and film coatings 

 
 
Characteristics: 
 

♦ excellent fixation of inkjet inks 

♦ very high conductivity and cationicity 
 
 

 
Appearance : transparent yellowish solution 
 
Solid Contents * (DIN EN ISO 3251) : 34 - 36 % 
 
Viscosity * at 25°C (DIN 53019-1) : 900 - 2200 mPas  I 
(Anton Paar Rheolab QC; MS: CC27; D= 5.83 s-1) 

 
pH Value * (DIN ISO 976) : 5.0 – 7.5 
 
Molecular weight : appr. 34,000 
 
Ionicity : cationic 
 
Freeze/Thaw Stability : stable 
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* Specification values listed in our certificate of analysis 
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Induquat ECR 35 L 
 
 
 
Remarks: 
 

Used on inkjet paper coatings Induquat ECR 35 L may be combined with a polyvinyl 
alcohol solution and Makrovil V 349 REM, to get an improved absorption of the water 
out of the inkjet ink. 

 

Cross-linking of the hydroxy groups contained in polyvinyl alcohol and Makrovil  

V 349 REM may improve the water resistance of the printed image. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This data sheet is for your advice and information. Indulor disclaims any liability incurred with the use of these data or suggestions. 
 


